HEAVY DUTY HOT PLATE 300°C
SPECIFICATIONS Maodel No. (HDHP-1/02)

Top Plate (Cast Iron) (300 x 450 x 25 ) mm
Temp. Range: Ambient to 300 °C £ 10 °C
Outer Body: M.S Powder Coated
Control: Thermostatic
Operating Voltage: 220V - 50 Hz
Power: 1500 W
| Weight (Approx) 30Kg )

HORIZONTAL SHAKING BATH

Model No. (HSW-1/06)
I8 L (L355 x W 305 x D 165) mm

sha 200 times / minute (adujustable)
Shaking Stroke: 20 mm Horizontal
Temp. Range 400 °C £ 1 °C
Control Digital
Operating Voltage: 220V - 50 Hz
Power 1200 W
L Weight (Approx) 22 Kg J

HEAVY DUTY HOT PLATE 300°C (Digital)

HOT & COLD SHAKING BATH

SPECIFICATIONS Model No. (CS-1/06)
Capacity: 35 L. (L3560 x W460 X D230) mm
Outer Body: M.S Powder Coated
Internal Chamber: Complete S.8
Temp. Range 15°CtoB80°Cx1°C
Operating Voltage: 220V - 50 Hz
Power: 3500 W
| Weight (Approx) 70 Kg )
HOT & COLD SHAKING BATH
SPECIFICATIONS Model No. (CS-1/06)
Capacity: 35 L. (L560 x W460 X D230) mm
Outer Body: M.S Powder Coated
Internal Chamber: Complete S.S
Temp. Range: 15°Cto80°C+1°C
Operating Voltage: 220 V - 50 Hz
Power: 3500 W
| Weight (Approx) 70 Kg )
RECTANGULAR WATER BATH (Digital)
SPECIFICATIONS Model No. (DRW-1/12)
Capacity: 2L.
Outer Body: M.S Powder Coated
Internal Chamber: Complete S.S
Temp. Range: Ambient to 100 °C + 1°C
Operating Voltage: 220V - 50 Hz
Power: 1200 W
| Weight (Approx) 10 Kg )

STEAM WATER BATH (Digital)

TIONS Model No. (3ZF-1/13)

7 L(L710 x W100 x H1500) mm
Complete 8.5

y Complete 5.5

Temp. Range: Ambient 10100 °C £ 0.2 °C
Control Digital

ting Voltage 220V - 50 Hz

1500 W

20 Kg

(50 x 75 x 90)mm_ (Interchangeable)
(@7.9 3103, @ 13.5) mm

(B 17.5,0 20.6, @ 25.4) mm
Ambient to 150 °C % 2 °C

Digital

220V - 50 Hz

SPECIFICATIO Model No. (DHDHP-1A/04)
Top Plate «c erumic Comed: {300 X 450 x 25) mm
Temp. Range: Ambient to 300°C £ 5 °C
Outer Body M.S Powder Coated
Control: Digital
Operating Voltage: 220 V - 50 Hz
Power: 1500 W
| Weight (Approx): 30Kg J
HEAVY DUTY HOT PLATE
SPECIFICATIONS Model No. (HDHP-1A/02)
Top Plate (Ceramic Coated): (300 x 450 x 25) mm
Temp. Range: Ambient to 300 °C £ 10°C
Outer Body: M.S Powder Coated
Control Thermostatic
Operating Voltage: 220V - 50 Hz
Power: 1500 W
| Weight (Approx): 28Kg )
HEAVY DUTY HOT PLATE (Digital) 400°C
SPECIFICATIONS Model No. (DHDHP-1A/02)
Top Plate (Cast Iron): (300 x 450 x 25) mm
Temp. Range: Ambient to 400 °C £ 5 °C
Outer Body: M.S Powder Coated
Control: Digital
Operating Voltage: 220V - 50 Hz
Power: 3000 W
| Weight (Approx): 30 Kg )
MINI MAGNETIC STIRRER HOT PLATE
SPECIFICATIONS Model No. (MMSHP-1/02)
Speed Range: 100 to 1200 rpm
Temp. Range: Ambient to 300 °C
Top Plate: (@152 x 25) mm (Ceramic Coated)
Operating Voltage: 220V - 50 Hz
Power: 500 W
| Weight (Approx) 4Kg )
MINI HOT PLATE (Digital)
SPECIFICATIONS Model No. (DHP-1/10)
Top Plate: (@165 x 25) mm (Ceramic Coated)
Temp. Range: Ambient to 300 °C £ 1 °C
Control: Digital
Operating Voltage: 220V - 50 Hz
Power: 500 W
L\,\'cig,hl (Approx): 4Kg )
MAGNETIC STIRRER HOT PLATE
SPECIFICATIONS Model No. (MSHP-1/02)
Speed Range: 100 to 1200 rpm
Temp. Range: Ambient to 300 °C
Top Plate Ceramic Coated: (165 x 165 x 25) mm
Operating Voltage: 220V - 50 Hz
Power: 500 W
Weight (Approx) SKg

e — ..., .- A, . ..

SPECIFICATIONS
Capacity
$.8 Vessel Size

Temp. Range:

Control Digi
Operating Voltage 220V - 50 Hz
Power 1000 W
Weight (Approx) 8 Kg

-

MAGNETIC STIRRER HOT PLATE (Digital)

SPECIFICATIONS Model No. (DMSHP -1/ 11)
Speed Range: 100 - 1200 rpm

Temp. Range: Ambient to 300°C

Top Plate (Ceramic Coated): (165 x 165 x 25) mm
Control: Digital Temperature Control
RPM: Digital rppm Indicator
Operating Voltage: 200 V - 50 Hz

Power: 500 W

 ———————]

OIL BATH MAGNETIC STIRRER (Digital)

SPECIFICATIONS Model No, (DOBMS-1/07)

Capacity 41

Stirrering Speed: Variable up to 1200 rpm

Temp. Range Ambient to 300 °C & 1°C

Control:

Body: Po ated outer body with inner vessel of S§
Operating Voltage: 220V - 50 Hz

Power: 1000 W

Weight (Approx):

FOUR IN ONE PRECISION HOT PLATE

E FICATIONS Model No. (4-1-PHP/07)
Top Plate:

(165 x 165 X 25) mm (Each plate)
Number of Hot Plates: 04 (Teflon Coated /Ceramic Coated)
Temp. Range Ambient to 300 °C £ 0.5 °C
Control Digital (PID Control)
Operating Voltage: 220V - 50 Hz
Power: 2000 W
| Weight (Approx): 15 Kg )
HOT & COL CALIBRATION BATH
SPECIFICATIONS Model: H&C-1/19

Operating voltage 220 VAC 50 Hz
Temperature: -10.0 to 120.0 C°
Variable Over head Stirrer
Capacity 10 litre

Dual Temperature Control
Reference Temperature read out

S FICATIONS Model No. (HCB-1/06)
Capacity: 100 L.
Outer Body: M.S Powder Coated
Internal Chamber: Complete 8.5
Temp. Range: Ambient to 80 °C £ 1 °C
Operating Voltage: 220V - 50 Hz
Power: 2500 W
| Weight (Approx) 130 Kg )
UVCABNET
SPECIFICATIONS Model: UVC-1/18

Operating voltage 220 VAC 50Hz
Dual wavelength 256 nm and 365 nm
Glass Window

Light weight
Easy to operate

-1/16
0 VAC 5 Hz
litre
mbient to 220.0 C°

\

SHAKING INCUBATOR
SPECIFICATIONS Model: SIB-1/18
Operating voltage 220 VAC 50Hz

Temperature Ambient -75 C*

Chamber Complete SS

Capacity 30 Litre

250 ml 4 flask

| RPM_45- 150 )

Bu J
WATER DISTILLATION UNIT

SPECIFICATIONS: Model: WDU-1/08
Operating voltage: 220 VAC 50 Hz

Capacity: 4 litre / Hr

Body: Complete SS

Output conductivity : 3.0 us

Power: 2000 watt

Fully Automatic control

RAMPING FURNACE - 1200°C
SPECIFICATIONS Model: HRF- 1/18
Operating voltage: Single phase 220 VAC 50 Hz
Capacity: 8 litre
Control : Digital
Temperature Range: Ambient to 1200C°
Ramp, Soak, Delay control
Front Back Gas inlet
Power: 3000 watt J

PCSIR

Pakistan Council of Scientific
& Industrial Research

INTRODUCTION

Centre for the Development of Laboratory Equipment

PCSIR is a premier Scientific Development Organization of
Pakistan having multifuntional Laboratories & Training Centres
at Islamabad, Lahore, Karachi, Quetta, Peshawer, Hyderabad,
Daska and with a small setup at Skardu.

Activity mentioned below is the outcome of long in-house R & D
efforts spread over a period of many years. Development and
Fabrication of Scientific Laboratory Equipment at CDLE,
PCSIR is a great venture and breakthrough in scientific
laboratory instrumentation in the country.

PCSIR started in-house R & D activity in the designing,
development fabrication of commonly used Low Cost
Laboratory Equipment to supplement the Education, R & D
and Industrial Sectors where the budget allocation constrained
them to buy costly Scientific Laboratory Equipment.

The performance of Laboratory equipment developed by
PCSIR have been tested by the end-users. Their satisfaction
speaks itself for the quality of our equipment and in exchange
PCSIR is committed for regular back up services to our valued
customers.

Contacts:

Director General

PCSIR Laboratories Complex, Lahore.

Tel: +92-42-99230697

Fax: +92-42-99230705

Email: dg@pcsir-lhr.gov.pk, pcsir@brain.net.pk, licpcsir@gmail.com
website: www.pscir-lhr.gov.pk, www.pcsir.gov.pk

Head CDLE Lahore

Tel: +92-42-99230788

Fax: +92-42-99230705

PABX: +92-42-99230688-95
Ext: 255, 257

Email: cdlepcsir@gmail.com,
cdle@pcsir-lhr.gov.pk

CENTRE FOR THE DEVELOPMENT OF LABORATORY EQUIPMENT
PCSIR Laboratories Complex, Lahore, 54600.

A Breakthrough by Introducing Indigenous

Technology in Scientific Laboratory Equipment




CENTRIFUGE 4 WA HROUGH GATE TUBE FURNACE (Large Size) DIGITAL CONDUCTIVITY METER

SPECIFICATIONS Model No. (CG-1/07) SPECIFICATIONS Model No. PESONIC WMD-02 SPECIFICATIONS Model No. (TF-1A/05) SPECIFICATIONS Model No. (CMD-1/02)
Speed Range: Up to 3300 rpm (adjustable) Tube Size: i (@63 x L 800) mm - % Measuring Range: 1 uS to 100 mS
Electronic Timer: Adjustable up to 15 minutes 1. High Penetrating Power up to 8 each side 2. Dual Beep Tcmp- R.a[;gg‘ Up tol000 °C £ 5 °C - m Accuracy: + 2%

Q y Capacity: 6 x 15 mL (tubes) 3. Easy to Operate 4. Low Noise High Frequency Control: Digital - Cell Constant: 1.00 + 0.05
Operating Voltage: 220V -50Hz 5. Low Power Consumption Operating Voltage: 220V - 50 Hz D Dimensions: (245 x 185 x109) mm
Power: 100 W 6. Light Weight 7. Buzzer as well as light indication Povwer ' 1500 W Operating Voltage: 220 V- 50 Hz
Weight (Approx) 12Kg 8. Low / High Power Efficiency 9. Data Recording System Weight (Approx): 58 Kg Weight (Approx): 2kg

10. Video Recording DVR  11. Operating Volt 220 VAC

ORTEX MIXER HAND HELD METAL DETECTOR TUBE FURNACE (1200 °C) DIGITAL pH METER

SPECIFICATIONS Model No. (VM-1/07) SPECIFICATIONS Model No. PESONIC HMD-01 SPECIFICATIONS Model No. (HTTF-1/06) SPECIFICATIONS Model No. (pHD-01/02)
Speed Range: Up to 2500 rpm ) ) o Temp. Range: Up 101200 °C £ 5 °C - Range: Oto 14 pH £ 700 mV
Agitator Cup Size: 3 40 mm 1. High Penetrating Power up to 9" 2. Beep / Light Indication Process Tube: (@25 x L 600) mm m j Accuracy: +0.01% of Decimal Value
Operating Voltage: 220V -50 Hz 3. Easy to Operate 4. Low Noise High Efficency Control: Digital L L Calibration Buffer: 4 pH (Acidic), 7 pH (Neutral)
Power: 100 W 5. Low Power Consumption Operating Voltage: 220V - 50 Hz 9 pH (Basic)
Weight (Approx): 2Kg 6. Light Weight Power: 3000 W Electrode Matching: Combination Type

7. Low / High Power Indicator Weight (Approx): 30Kg Operating Voltage: 220V - 50 Hz

8. Rechargeable 9volt Battery Weight (Approx): 2kg

DRYING OVEN (30 L/ *60 L) - CHEATING MANTLE | TUBE FURNACE (3 Zone - VERTICAL) ELECTROPHORESIS APPARATUS
dure el RIsaS NS DO SPECIFICATIONS Model No.*(HM-1B/02), **(HM-1A/02), SPECIFICATIONS Model No. (3ZF-1/12) SPECIFICATIONS Model No. (EPA-1/02)
Capacity: 30 L (W380 x ||}()§ " D305) mm ) X “*_(IIM-]!HZ}‘ (HM-1C/05) Tube Size: (@40 x L 500) mm — Output Current: 0 to 100 mA

’ *60 L (W495 x H395 x D330) mm Capacity: *250 ml, **300 ml, ***1000 ml, 2000m Temp. Range: Up 101000 °C £ 5 °C -G8 Output Voltage: 010300 V DC
Outer Body: Complete 5.5 Temp. Range: Ambient to 200 °C Control: Digital oD J Regulation: Maintains Constant V/I1 Output
Internal Chamber: Complete 5.5 Control: Energy Regulator Operating Voltage: 220V - 50 Hz — Power Consumption: 50 W
Temp. Range: Ambient 10220 °C £ 5 °C Operating Voltage: 220V - 50 Hz Power: 1500 W - Dimensions: (240 x 210 x210) mm
}xf\'\’::?nng Voltage: fff,’“‘ ;w:::: \].,{1 P'fw"‘r“ *180 W, **250 W, ***350 W, 450 W Weight (Approx): 65 Kg Operating Voltage: 220V - 50 Hz
Weight (Approx) 30 Kg. *40 Kg Weight (Approx) 3Kg Weight (Approx): 2kg
DRYING OVEN 30 L/ *60 L - R TLE TUBE FURNACE (VERTICAL) INTELLIGENT pH METER (Digital)
SPECIFICATIONS }::'Jg:‘ll\?:.l)‘-nt(ﬁg'[:‘-llfz?rﬂl1) SPECIFICATIONS :II::;III}L;;W“.MML “*(RM-1B/03), SPECIFICATIONS Model No. (VTF-1/12) i%)li’gl;‘;f‘l;l*‘l(‘«\'l'luNS l'\(‘l::;{t'l{ No. (Iﬁ;}:ﬂ;ﬂl) -

. i ; ol . B g splay: _CD 2 Rows x 20 Columns Display
ERERCE e Capacity: *500 ml, **250 ml, 1000 ml _T_“lb" Size: B (938 x L 400) mm (Display of pH, Temp., mV& Slope)
Guter Body: M.S Powder Coated i Temp. Range: Ambient to 200 °C Temp. Range Up 101000 °C £ 5 *C 0to 14 pH

uter Body: M.S Powder Coate: Sneed Range: P s Control: Digital 5 5
Internal Chamber: Complete S.5 Speed Range: 100 to 1200 rpm (Adjustable) - 2 - +0.005 pH
Temp. Range Ambient to 220 °C + 5 °C Control: Energy Regulator for Heat Control Operating Voltage: 220V - 50 Hz Auto Calibrated
Operating Voltage: 220 V - 50 Hz Operating Voltage: 220V - 50 Hz Power: 1500 W Combination Type
Power: 500 W, ¥750 W Power: *275 W, #%225 W, 350 W Weight (Approx): S8 Kg 220V - 50 Hz
Weight (Approx) 30 Kg, *40 Kg Weight (Approx) 4Kg 2kg
DRYING OVEN 105 L. ELECTRO MANTLES FOR SOXHLET EXTRACTION CRUCIBLE FURNACE PORTABLE pH METER (Digital)
SPECIFICATIONS Model No. (DOD-1-105/03) SPECIFICATIONS Model No.* (SE-1A4/02), **(SE-1B/02) SPECIFICATIONS Model No. (CF-1/02) : SPECIFICATIONS Model No. (P-pH-01)
Capacity: 105 L (W520 x H450 x D450) mm (SE-1/02) Muffle Size (@90 x D 120) mm Display: 3% Digit LCD Display
Outer Body: M.S Powder Coated i (Without Glass Apparatus) Temp. Range: Up t01000 °C # 5°C Range: 0to 14 pH, £ 700 mV
Internal Chamber: Complete $.8 OV Capacity: *500 ml, **250 ml, 1000 ml Control: Energy Regulator Accuracy: 0.03 in pH Value
Temp. Range: Ambient to 220 °C + 5 °C H T_cmp. Biﬂlgc? /\_mbwm to 200 L_ i (}pcralil-lg Voltags: 230 \:,-_ 50 Hz Bm;c . C onal .'\dnptcr]
Operating Voltage: 220V - 50 Hz - Control: Energy Regulator fo Heat Control - = A Calibration Buffer: 4 pH (Acidic), 7 pH (Neutral)
P()\)\‘L:[' - 2400W : Operating Voltage: 220V - 50 Hz P‘?“"r' 1200'W 9 pH (Basic)

Wei ‘h‘l A g_’_ Ke Power: *IX250 W, *"*3X 180 W, 3X 225 W Weight (Approx): 12 Kg Electrode Matching: Combination Type

cight (Approx) 4 Weight (Approx) 15Kg Weight (Approx): 500 g
DRYING OVEN 130 L ROTAMANTLE (Digital) MUFFLE FURNACE (1200 °C) WATER DEIONIZER
SPECIFICATIONS Model No. (DOD-1-130/10) SPECIFICATIONS  Model No.*(DRM-1A/11), **(DRM-1B/11), SPECIFICATIONS Model No. (HTMF-1/07) SPECIFICATIONS Model No. (WDI-1/02)
('apacil)" 130 L (W520 x H520 x D485) mm (DRM-1/11) Capacity: 6L Monitor Conductivity Cell Corrosion Resistant Electrode in
Ouier Bold . \'4 S Pox;':]cr (‘;:a;ln:d E Capacity: *500 ml, **250 ml, 1000 ml Muffle Dimensions (WxHxD): (180 x 165 x 220)mm PVC Inert Plastic
piras— IC}?‘. e ( " lete S.S Temp. Range: Ambient to 200 °C Temp. Range Up to1200°C £ 5 °C Cartridge: High Density H.D. Grade
RTRRINC, S e AR Speed Range: 100 to 1200 rpm (Adjustable) Temp. Rise Time: 1200 °C in 90 minutes . Polyethylene, Mixed Bed Type

Temp. Range: Ambient to 220 °C £ 5 °C X Yigi : = R Water Inlet: Single Distilled Water
Operating Voltage: 220V -50 Hz (L)O'T'.m]‘ > Violtage: ;_;g‘{‘jl S0 H Control: , _r’),:gn‘,’l Flow Rate (Capacity) 2 Lit. / hr (6000 L /Cyele)
Power: 2400 W )purdlmg_ Ll e A SN . Operating Voltage: 220V "50 Hz Water Quality 1S or less depending upon Flow Rate
Weight (Aporox) 95 Ko Power: 275 W, **225 W, 350 W Power: 5500 W Operating Voltage: 220V - 50 Hz

eight (Approx o Rg Weight (Approx) 4Kg Weight (Approx): 115Kg Weight (Approx): 2 kg
DRYING OVEN 256 L ORBITAL SHAKER (Two Stage) VERTICAL MUFFLE FURNACE (1200 °C) COOLED INCUBATOR
SPECIFICATIONS Model No. (DOD-1-256/06) SPECIFICATIONS Model No. (TSDOS-1/12) SPECIFICATIONS Model No. (VMF-1/13) SPECIFICATIONS Model No. (CIN-1/02)
Capacity: 256 L (W760 x H760 x D450) mm Speed Range: 50 to 350 rppm Capacity: 6L smperatare Renge: 4 °C to 40 °C
i H}:,dy. M.S Powder Coated Electronic Timer: (Optional) Adjustable up to 100 Hrs Muffle Dimensions (W xHxD): (180 x 165 x 220)mm Iif:lf;rc'éf"” LR N 1(,,3‘ s

i . s " e y:

Internal Chamber- Complete $.5 Orbit Size: 10 mm Temp. Range Up 101200 °C % 5 °C i Below 20 °C Within 2 hrs
Tei Range: Ambie 220°C+5°C Platform Dimensions (330x280) mm Temp. Rise Time: 1200 *C in 90 minutes . e T
Ou::]glindr"‘i.:’;ilu re: 7;8 \1:_[121(}0[[: ) Capacity 18 Flasks (250 mL each) Control: Digital . Ahf“"" 20 °C Within 1% hrs
[,p e g ge: { 0w . Operating Voltage: 220V - 50 Hz Operating Voltage: 220V - 50 Hz Size: ) 4 (-Ub,"" Feet (Approx)

OWET. 30 d Power 100 W 5500 W Operating Voltage: 220V - 50 Hz
Weight (Approx) 170 Kg cight (Approx) 20Kg Weight (Approx): 115 Kg Weight (Approx): 40 kg
MELTING POINT APPARATUS (D RBITAL SH MUFFLE FURNACE (1000 °C) ADI 1C BOMB CALORIMETER
SPECIFICATIONS Model No. (DMP-1/07) SPECIFICATIONS Model No. (0S-1/02) SPECIFICATIONS Model No. (MF-1/02) SPECIFICATIONS Model No. (ABC-1/15)

Speed Range: 50 to 350 rpm Capacity: 26L | .Manual data calculation
- R . o Electronic Timer: (Optional) Adjustable up to 100 Hrs Muffle Dimensions (W x HxD): (100 x 120 x 220)mm 2. Double jac! lated
_:_u‘mp IR::"%} . ;]'\)mf)lm]n_:_fn %{[))( 1o Orbit Size: 10 mm Temp. Range: Up 101000 °C £ 5 °C 3. Temperature accuracy 0.1C
{)L".“? = "’\? ']0'" . 1'5‘1‘? Sa;np. i Platform Dimensions (330x280)mm Temp. Rise Time 1000 °C in 90 minutes 4. Digital temperature read out

DL L 2ol U Capacity 9 Flasks (250 mL each) Control: Digital 5. Auto water filling & drain
Eower. 100 Operating Voltage 220 V - 50 Hz Operating Voltage: 220V - 50 Hz 6. Hot bath reservoir 7. Dual stirrer
Weight (Approx) 8 Kg Power: 100 W Power: 1500 W 8. Adiabatic system

e Weight (Approx): T6 Kg 9. Volt: 220 VAC / 350W 10.Weight : 48 kg approx

OZONE GENERATOR TUBE FURNACE (1000 °C) OVERHEAD STIRRER (pigital)
SPECIFICATIONS Maodel No. PESONIC OZN-01 Model No. (DOS-1/11) SPECIFICATIONS Model No. (TF-1/02) SPECIFICATIONS Model No. (DOHS-1/11)
S 5((’)“’_35[?1"”)'\"‘_ Lo T Tube Dimensions : (@40 x L 400) mm Speed Range: 100 to 2800 rpm (Adjustable)
\;glt“fiegrt‘a 3%\2“(’)1'240\#\(3 50/60 Hz I’)rkl:lltrt:‘.:t e :“ E:::::M ) Adjustable up to L 'II{'cm!: Rz‘\_ngc‘ ;J(;:)ml(){)(} *C+5°C Stirrer ,Sh“ﬂ, Size: ‘I”G(y x 320) mm
o '0 - 150 mi/h Platform Dimensions (330x280) mm ‘0[ 'U'?L' el B o A ol \' S
zone utput: mi ) 9 Flasks (250 mL each) Control: Digital Power: T5W
Timer: 40-minute Digital Timer 220V - 50 Hz Operating Voltage: 220V - 50 Hz Weight (Approx) 5Kg
Weight: 250 gm it 100 W Power: 1500 W
Weight (Approx): 32Kg

CSTR (BIO REACTOR)

Bath with Agitator

mperature Sintering Tube Furnace-1400 C°

SPECIFICATIONS Model: CSTR-1/19 SPECIFICATIONS Model: PCB-1/19 SPECIFICATIONS Model: OBA-1/19 SPECIFICATIONS Model: HTSF-1/19
Digital Temperature control Complete SS body Continuous Stirring Capacity 15 litre Max Operating Temperature 1400 C

Double Jacket Operating voltage 220 VAC- 50 Hz Constant Temperature Max speed range 30-150 RPM Tube Size 2.0” o and 44“length

Circulating pump Power 1000 watt Body MS powder coated Max Temperature 200 C Body MS powder Coated

Dual thermocouple Operating Voltage 220 -50Hz
Low pressure gauge Digital Temperature Controller
Over head agitator Body MS powder coated

\ J \ J \ J

Voltage 220 V- 50 Hz
Power 350 watt

Operating Voltage 220V-50Hz
Watt 3000

Control Digital (Ramp, Soak, Delay)
\
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